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A high ef�ciency Solution or completion to your
gas or oil heater

• Central heating with radiator or floor heating

   and hot water supply

• Environmentally friendly option

• Max. 60 °C Hot Water

• Working up to -20 °C Outside temperature

• Optimal for new- & old Buildings

• Easy installation

• High efficiency, COP up to 4.25

• Incl. stainless steel plate heat exchanger

• Incl. Wilo Water pump

• Incl. Honeywell Water three way valve

• Incl. Controller

• Sanyo Compressor

Total-Price from € ???
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Technical Highlights Indoor Unit

Technical Highlights Outdoor Unit

Model

Hot water

Water three way valve

Heat exchanger

Water pump

Controller

Water �ow switch

Shell material

Power supply

Weight

Dimensions  WxHxD

KS70-DC

 

19 kg

KS90-DC

22 kg

Model

Heating capacity by A7 °C/W35 °C

Input by A7 °C/W35 °C

COP by A7 °C/W35 °C

Operation ambient range

Refrigerant 

Electrical E-Valve

Evaporater heater

Bottom heater

Compressor

Sound level 

Power supply

Weight

Dimensions WxHxD

Price (Indoor- + Outdoor unit)

KS70-DC

7,41 KW

1,77 KW

4,19

                             

52 dB(A)

230 V/50Hz/1Ph

52 kg

840x700x315 mm

??? € *

KS90-DC

9,32 KW

2,27 KW

4,10

-20 °C bis 43 °C

R 410A

Yes

Yes

Yes

54 dB(A)

230 V/50Hz/1Ph

68 kg

880x780x360 mm

??? € *

*All prices excl. VAT. *Transport to the Netherland 45 Euro. *So long available as storage. * All above data are subject to changed without notice. * The orginal can be different as the product photos.

KS50-DC

18 kg

KS120-DC

 

27 kg

KS150-DC

 

32 kg

20-60 °C

Yes

Stainless steel-plate

Yes 

Yes

Yes

Epoxy polyester painted galvanised

230 V/50Hz/1Ph

450x550x255 mm

KS50-DC

5,60 KW

1,31 KW

4.25

Sanyo Rollkolben

51 dB(A)

230 V/50Hz/1Ph

48 kg

840x590x290 mm

??? € *

KS120-DC

12,94 KW

3,17 KW

4.08

                                Sanyo Scroll

                               56 dB(A)

                              400 V/50Hz/3Ph

                                  85 kg

830x1230x310 mm

??? € *

KS150-DC

14,80 KW

3,60 KW

4.10

930x1250x310 mm

??? € *

Sanyo/Panasonic Rollkolben


